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Environmental Protection Agency Pt. 60, Subpt. OOOO, Table 1 

Sulfur production rate means the rate 
of liquid sulfur accumulation from the 
sulfur recovery unit. 

Sulfur recovery unit means a process 
device that recovers element sulfur 
from acid gas. 

Surface site means any combination 
of one or more graded pad sites, gravel 
pad sites, foundations, platforms, or 
the immediate physical location upon 
which equipment is physically affixed. 

Sweetening unit means a process de-
vice that removes hydrogen sulfide 
and/or carbon dioxide from the sour 
natural gas stream. 

Total Reduced Sulfur (TRS) means the 
sum of the sulfur compounds hydrogen 
sulfide, methyl mercaptan, dimethyl 
sulfide, and dimethyl disulfide as meas-
ured by Method 16 of appendix A to 
part 60 of this chapter. 

Total SO2 equivalents means the sum 
of volumetric or mass concentrations 
of the sulfur compounds obtained by 
adding the quantity existing as SO2 to 
the quantity of SO2 that would be ob-
tained if all reduced sulfur compounds 
were converted to SO2 (ppmv or kg/ 
dscm (lb/dscf)). 

Underground storage vessel means a 
storage vessel stored below ground. 

Well means an oil or gas well, a hole 
drilled for the purpose of producing oil 
or gas, or a well into which fluids are 
injected. 

Well completion means the process 
that allows for the flowback of petro-
leum or natural gas from newly drilled 
wells to expel drilling and reservoir 
fluids and tests the reservoir flow char-
acteristics, which may vent produced 
hydrocarbons to the atmosphere via an 
open pit or tank. 

Well completion operation means any 
well completion with hydraulic frac-
turing or refracturing occurring at a 
gas well affected facility. 

Well site means one or more areas 
that are directly disturbed during the 
drilling and subsequent operation of, or 
affected by, production facilities di-
rectly associated with any oil well, gas 
well, or injection well and its associ-
ated well pad. 

Wellhead means the piping, casing, 
tubing and connected valves protruding 
above the earth’s surface for an oil and/ 
or natural gas well. The wellhead ends 
where the flow line connects to a well-
head valve. The wellhead does not in-
clude other equipment at the well site 
except for any conveyance through 
which gas is vented to the atmosphere. 

Wildcat well means a well outside 
known fields or the first well drilled in 
an oil or gas field where no other oil 
and gas production exists. 

[77 FR 49542, Aug. 16, 2012, as amended at 78 
FR 58447, Sept. 23, 2013] 

§§ 60.5431–60.5499 [Reserved] 

TABLE 1 TO SUBPART OOOO OF PART 60—REQUIRED MINIMUM INITIAL SO2 EMISSION 
REDUCTION EFFICIENCY (Zi) 

 

H2S content of acid gas (Y), 
% 

Sulfur feed rate (X), LT/D 

2.0≤X≤5.0 5.0<X≤15.0 15.0<X≤300.0 X>300.0 

Y≥50 ..................................... 79.0 88.51X0.0101Y0.0125 or 99.9, whichever is smaller. 

20≤Y<50 ............................... 79.0 88.51X0.0101Y0.0125 or 97.9, whichever is smaller 97.9 

10≤Y<20 ............................... 79.0 88.51X0.0101Y0.0125 or 93.5, whichever is 
smaller.

93.5 93.5 

Y<10 ..................................... 79.0 79.0 ................................................................ 79.0 79.0 

[78 FR 58447, Sept. 23, 2013] 

VerDate Mar<15>2010 14:35 Aug 28, 2014 Jkt 232155 PO 00000 Frm 01247 Fmt 8010 Sfmt 8026 Q:\40\40V7.TXT 31


		Superintendent of Documents
	2015-08-18T10:03:04-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




